
 

Battery Relocation Kit - Instruction Sheet 
Fits Slash 5 thru R100 dual and mono shock airheads. 
 

Please read all instructions before beginning. 
 

Regarding battery removal and installation: 
 Removal  -  take the negative off first. 
 Installation  -  put the positive on first. 
 

For more information or assistance please call 479-359-2429 or email:  info@boxercafe.com 
 

PARTS LIST: 
1 Battery Tray - fiberglass 
2 Tray Supports (Left & Right) - fiberglass 
1 Battery Strap - aluminum flat 
8 Button Head Socket Cap Screws - 6mm x 20mm SS 
16 Flat Washers - 6mm SS 
8  Nylon Lock Nuts - 6mm SS 
 

1  Positive Battery Cable 
1 Negative Battery Cable 
2 Hex Head Cap Screws - 6mm x 16mm SS 
4 Flat Washers - 6mm SS 
2  Nylon Lock Nuts - 6mm SS 
 

1 Anti Slip Mat - 6 İò x 9ò 
2 Foam Cushion - 1ò x 6ò each for Battery Hold Down 
4 Zip Ties - 8ò 
1 Instruction Sheet - Battery Relocation Kit 
1 Instruction Sheet - Fiberglass Preparation for Paint 
 

 



 

 
 

Locate these parts in your kit and lay them out in this manner.  This is the layout in 
which they will attach to your sub frame. 
The item on the left is the LEFT TRAY SUPPORT, the item in the center is the BATTERY TRAY 
and the item on the right is the RIGHT TRAY SUPPORT. 
 

 
 

Typically, you will attach the LEFT and RIGHT TRAY SUPPORTS to the holes on each side of 
the sub frame that are farthest to the back. 
 

 
 

This early /5 sub frame does not have any holes.  If this is the case, loosely fit the 
Battery Tray and Tray Support assembly onto the sub frame.  Position for best 
fit, then drill one hole in each side for attachment. 


